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ONNECTORSC ACCESSORIES

Code
A B C D Key

BSP BSP BSP mm

2” Connector

F17163000 1” 1” 2” 62 -

F17190000 1” 1” 2” 62 -

F17163010 1” 1” 2” 62 -

2” Quick coupling

R09160000 M 3/4” F 1” M 2” 1 60

R08930000 M 1” F 1” M 2” 1 60

PRODUCTS’ RANGE   DIMENSIONS

DIMENSIONS

2” CONNECTOR 2” QUICK
CONNECTOR

B
C

A
D

NPT thread 
available

Extensible
pipe

EN. Ideal for all types of tanks with 2” 
connection. Thanks to the fl anged connection, 
all the PIUSI pumps can be easily connected 
to the connector without the need for sealing 
pastes or Tefl on. Integrated easy-to-inspect 
fi lter.
The outer thread is compatible with all types 
of tanks with 2” inlet.
The inner thread is compatible with our 
telescopic hoses or other fl exible suction 
hoses with hose connector. Vented loops or 
ventilation holes.
The product is available in two versions: with 
integrated check valve and without valve.

RU. Идеально подходит для всех типов баков 
с креплением 2”. Благодаря фланцевому 
соединению, все насосы PIUSI можно 
просто подсоединить к месту соединения 
без необходимости использовать 
герметизирующую пасту или тефлон. 
Встроенный фильтр, с возможностью 
проверки). Наружная резьба совместима со 
всеми типами резервуаров со входом 2”. 
Внутренняя резьба совместима с 
телескопическими трубами нашего 
производства или другими гибкими 
всасывающими трубами со штуцером. 
Антисифонный комплект или вентиляционное 
отверстие.
Предлагаются две модели изделия: со 
встроенным обратным клапаном и без 
клапана.

DE. Ideal für alle Behälter mit 2”Anschluss. 
Dank dem gefl anschten Anschluss können 
alle PIUSI Pumpen ohne Gebrauch von 
Dichtungsmassen oder Tefl on leicht 
am Verbinder angeschlossen werden. 
Integrierter, überprü� arer Filter. Das 
Außengewinde ist für alle Behältertypen 
mit  2”-Einlauf passend. Das Innengewinde 
ist mit unseren Teleskoprohren oder anderen 
Saugschläuchen mit  Schlauchanschlussstück 
passend. Heberschutzkit oder Lü� ungsloch. 
Das Produkt ist in zwei Ausführungen 
erhältlich: mit integriertem Rückschlagventil 
und ohne Ventil.
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CONNECTORS

Code Description
Fluids Integrated 

valve
Filter Inlet Outlet Threaded 

Flange
Pack. Weight Packaging

type BSP BSP BSP pcs no. kg mm

2” Connector

F17163000 Drum connector with integrated valve YES YES 2” - NO 1 0,6 133x98x85

F17190000 Drum connector without integrated valve NO YES 2” - NO 1 0,6 133x98x85

F17163010 Drum connector with fl anged and integrated valve YES YES 2” 1” YES 1 0,8 133x98x85

2” Quick coupling

R09160000 Quick coupling 3/4” NO NO 3/4” 1” NO 1 0,9 133x98x85

R08930000 Quick coupling 1” NO NO 1” 1” NO 1 0,9 133x98x85

PRODUCTS’ RANGE   TECHNICAL DATA

Safe and faster connections

A. Drum connector 
fl anged and valve

B. Extensible steel 
pipe 1” BSP

C. Steel pipe 1” BSP

Code F17163000

2” CONNECTOR

2” QUICK 
COUPLING

Extensible pipe 
plastic made

Extensible steel 
pipe 1” BSP

Extensible suction 
steel kit (1800 mm) 
composed by: A B

C

Code F17190000 Code F17163010

Code F08934000 Code F08934020

Code F08934010
Kg 3,9
Pack: 820x150x100

Integrated 
valve

Only 2” connector
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